
Assembly Instruction Sheet #IS-8001 P24C 
For Style 8001 P24C 

Tools Raqulred: Flalhaad acrawdrlvar, Phlllpa acrawdrlvar, pllara, wire cultanl, wire lltrlppera, eleclrlcal tape, 11111'81:y glaaes. 
Light loun=e: (17) Cendelabia B8le IMbe fM1W Maximum. 
Esllmalad Aaaembly Time: 20-30 mlnullNI 
Plwparallon: ldenlll'y and lnepect all parta belbl8 beginning lllllallallon. Check package contant Hit and dlagraml below 1D be eura all parlll are 
prwnt. If any parlll ara mlulng or damaged, do not allampt m 1111mble, lnelall, or oparata the txlln. Contact Cllllamar eavlca for raplacamanl: 
parta. 

Awamlngs and Cautions 
Tum off alectrtclly at clrcuft br&akar or main fuse box before lnstallallon. Consuft a llcensad alaclrlclan If In doubt 
These Instructions are provided for your safety. It Is vary Important you raad them completely before lnstalllng the fbdura. 
We strongly racommand aiat a llcensad, profasslonal eledrlclan parfonn aia lnstallatlon. 
Disconnect fbdure from power source bafora replacing bulbs. Maka sure bulbs ara given sufflclant time to cool bafora removal. 

STEP 1 -lnatall top and bottom tier together. 
APass supply wire and ground wire through the Junction box and 
fixture loop. Use supplled wire nuts to make all wire c:onnec:tlol • 
(Refar to WIRE CONNECTIONS IN JUNCTION BOX). Twist 
conneclors untll wires are tlghlly Joined together. Wrap each 
connection with approvad eleclrlcal tape. 
B.Place aie Junction box onto the hex coupling and secure with 
the flxlure loop. Hand tighten untll snug. 
c.carefully stuff all aie connectacl wires Into Juncllon box. Place 
the plate onto the bottom of tt1e Junction box and secure by 
thntadlng the coupling onto the hex coupling. Hand tighten untll 
snug. 

D.Threadtha 
cenl8r rod onto 
the coupling and 
thread the bottom 
tier onto the 
canter rod. Hand 
tighten untll snug 
tosecuretham �-�L-Plale 
together. 

Figure 1 
WIRE CONNECTIONS IN JUNCTION BOX 

(Slap 1 Conllnuad) 
Wire Nut 

Smooth side of supply wire 
identified with aie label "l, • 

Ribbed sided supply wire 
ldentllled with aie label "N. 

Smooth side of wire 
from Support Arms 
identified with aie label "L. 

Ribbed side of wire 
from Support Arms 
Identified with tt1e label •N"' 

WIRE CONNECTIONS IN JUNCTION BOX 

STEP 2- lnatall the canopy Chain Loop and Nlpple 
Alhntad tt1a nlppla Into the aossbar. Thntad the lock washer 

and aie hex nut onto top and of the nlppla. Do not tighten at 

tt1is moment 
B. Atlach aia crossbar to the outlat box and secure with outlat 

box screwa (not Included). Hand tighten untll snug. 
C.Thntad the canopy chain loop onto aia and of the nlppla and 

hand tighten untll snug. Place the celllng canopy over the 
canopy chain loop against aie celllng to detarmlne aie correct 
poslllon of aianlppla. 

D.Thntad the canopy lock rtng onto the canopy chain loop. 
Adjust the nlppla to allow the celllng canopy to rest against 
the ceiling when held in place by the canopy lock ring. 
Remove the canopy lock rtng 
from aie canopy chain loop I Outlat Box 
and remove aie -----=�"-------MH,ex Nut 
celllng canopy. Unscnw ------Lock Washer 
outlet box screws to remove �'sa-aw the crossbar asaambly. Hipple Tight aie hex nut above � Canopy Chain Loop 
the crossbar. And than c--_---, Calllng canopy 
reinstall the crossbar -- canopy Lock Ring 
a888mbly to aia outlat box. 

Figure 2 
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