
Assembly Instruction Sheet #IS-8001 P32C 
For Style 8001 P32C 

Tools Raqulred: Flalhaad screwdriver, Phlllpa screwdriver, pllara, wire cultanl, wire lllrlppera, eleclrlcal tape, sal'aty glaaaes. 
Light Soun=e: (19) Cendelabia B88e IMba eow Maximum. 
Esllmalad Aaaembly Time: 20-30 mlnul88 
Plwparallon: Identify and lnapect all parts bel'ol8 beginning lnalallallon. Check package contant Hat and claglwna below 1D be aura all parts are 
prwnl If any parts era mlulng or damagad, do not allampt m 11umble, lnelall, or oparata the txlln. Contact Cllllamar IMllca for raplacamanl: 
parts. 

Awamlngs and Cautions 
Tum off electrtclly at clrcuft br&akar or main fuse box bafora lnstallallon. Consuft a llcensad elaclrlclan If In doubt 
Thaaa Instructions ara provided for your safety. It Is vary Important you ntad them completely bafora Installing the fixture. 
We strongly '9COfflmand that a licensed, prufaaslonal eledrlclan parfonn the lnstallatlon. 
Disconnect flxtura from power source bafo'9 raplaclng bulbs. Maka sura bulbs are given sufficient time to cool bafo'9 ramoval. 

STEP 1 -Install top and bottom tier together. 

APaas supply wire and ground wire through the Junction box and 
ftxtura loop. Use suppllad wire nuts to make all wire connections 
(Ral'ar to WIRE CONNECTIONS IN JUNCTION BOX). Twist 
connectors untll wires ara Ughlly joined together. Wrap each 
connection with approved electrtcal tape. 
a.Place the Junction box onto the hex coupling and secure with 
the flxtura loop. Hand Ughten untll snug. 
C.Cal"8fully stuff all the connected wlras Into Junction box. Place 
the plate onto the bottom of the Junction box and secure by 
thntading the coupling onto the hex coupling. Hand tighten until 
snug. 

Juncllon 
Support Wire 

D. lhraad the center rod 
onto the coupling and 
thread the bollom tier 
onto the center rod. Hand 
tighten untll snug to Hax 
secure them together. Coupllng 
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Figure 1 
WIRE CONNECTIONS IN JUNCTION BOX 

(8llp 1 Conllnued) 

Wire Nut 

Smooth side of supply wlra 
idantified with the label "l, • 

Ribbed side of supply wire 
idantified with the label "N. 

Smooth side of wlra 
from Support Arms 
identified with the label "L. 

Ribbed side of wlra 
from Support Arms 
identified with the label •N" 

WIRE CONNECTIONS IN JUNCTION BOX 

STEP 2 • lnatall 81a Craubar to Iha Celllng 
A.Allach 1he niund Cl'0lllbar ID the oull8t box and aecura 1he outlat box 
11C18W8 by hand tlghlan. Place the Cl'0lllbar with hook ID the callng and make 
(4) rnallCII tam the hales afthe Cl'Cllllbaran the calllng tl:lranchcn.Ramava 
the Clalllbarand ctll proper hales from the (4) rnarb far anchcn. 1.-t 
anchara lnlD ctllad hplal pniparly. Place Clalllbar, flat Wlllhans and aprlng 
W8lhar8 onlD the anchors and eacura with hex nuta. Hand tlghlan unll Mug 
with pier. 

Figure 2 
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