
STEP 2 • Install the Flxtu19 Chain and Celllng canopy 
A. AdJult the tbdunt chain ID� dellr8d -- by IWIIOVlng llnka If needed. 
B. Pul the aipply wlree thnJugh the 1bdunt chain allamallng lnka. Atlar the 

wlree .. lhlaugh the tbdunt chain, pull the IUpply wlree and the i,aund wlnt 
llrough the canopy lack ring and the celllng canopy In order. 

C. Allach one and d the tbdure dlaln tD the tbdure loop with one quick Ink. 
Ult the tbdure and f bcbn chain up and 8llach the alls end d the tbdure 
dlaln onlD the C anapy C ti.I I oop with •Rolls q ulck Ink. 
The 1bdunt wll now hang aal'ely. 

D. Feed the IUpply wlree and ground wire lhlaugh .. canopy chain loop and 
nlpple lnllo the outlet box. CUt the wlree l8llvlng appiaxlmallaly f1' dwlre 
8ldandlng tan b outlet box. 

E. Go tD Slap 4 for wire oonnecllonl and fallow the dlracllona. RaUl'I lo Slap F 
In 11118llap wt-, oomplelle with Slap 3. 

F. Ralee the cellng canopy and canopy lock ring up the 1bdunt cti.1 and over 
lie canopy chain loop. Tlghllln lie canopy lack ring onllo the canopy cti.1 
loop untll llghl. 

Figure 2 

STEP 3 - Wire Connections 
A. Use standard wire connectors (not Included) to make all wire 

connections. Twist connectors untll wires are tlghtly Joined 
together. Wrap each connection with approved electrlcal tape 
and carefUlly stuff all the connected wires Into the Outlet Box. 
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STEP 4 - Install Bulba 

A. Install bulbs onto 80Ck8ts and push snugly Into place. 

E28bulb 
(Not Include) 

Figure 4 

ReleasedDate:2018-12-24 


